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Asia’s Leading Manufacturer since 1987 © Exporters since 1993 a Variety of
Tandoori Ovens, Bar-be-cue Grillers and Spares on Charcoal and Gas.

Offi.: Jumbo House, Unit No. 44, Shiva Estate, Lake Road, Bhandup [W], Mumbai - 400 078, INDIA

% CLAY TANDOORS

These are Earthen Clay Ovens, Bell Shaped, Sun Dried and Unbaked in Nature. These
e — are the Real and Natural Earthen Clay Ovens installed in Mild Steel or Stainless Steel
Bodies or in concrete constructions. These Clay Pots are well known for Fulka Naans.
If the Clay Oven is built in a Platform, we recommend enhancing the side walls of the
platform with decorative tiles and the top surfaoe W|th a Motded edged Granite stone.

SIZES AVAILABLE (UNBAKED - Wi I ODUCT DIMENSION
MUDBL ROTI (..ﬂ\P. HT BELLY MOUTH
1. | Jumbo Size Tandoor J.111 35-40 36" x 28" x 16"
S 2. | Full Size Tandoor F.222 30—-35 33" x 26" x 15"
3. Medium Size Tandoor M.333 25-30 33" x 24" x 14"

“+ STAINLESS STEEL DRUM TANDOORS

Out of A I. S. |. 304 Stainless Steel, in Matt finish, a Barrel is Fabricated with 3 S. S.
Straps tied Round its Top, Centre and Bottom for reinforcement. The Straps are given a
Contrast Mirror Finish. 4 Collapsible Handles are provided for pulling & pushing. 4
heavy-duty Swivel Castors are provided at the bottom making the unit Mobile. Suitable
Unbaked Tandoor is installed in the Barrel with the help of High Density Light Weight
Thermocol Granulators. The top surface is given a fine finish of Mosaic Stone duly

polished.
SIZES AVAILABLE DIMENSION
MODEL ROTI CAP. HT DIA MOUTH
1. | Stainless Steel Drum Tandoor | S§D.101.AC 20 39" x 234" x 13"
2. | Stainless Steel Drum Tandoor | S§D.102.AC 15 36" x 232" x 13"
3. | Stainless Steel Drum Tandoor | SSD.103.AC 10 30" x 232" x 13"

“* CATERING (BABY) TANDOOR

These are smaller versions of Drum Tandoors, Light Weight Handy and Portable. This
unit is mostly preferred by household people for Domestic use. The same Model is also
used by Caterers for Wedding Parties and other Outdoor Functions. This Domestic
Model is the real Tandoori Oven, which supersedes all the Local Domestic Tandoors
available in the market and as shown on TV a Small Electric Oven being called as a
Tandoori Oven. Remember only a Clay Tandoori Oven can give you the real taste of
Tandoori Food as you get in Restaurants.

SIZES AVAILABLE DIMENSION
MODEL ROTI CAP. HT DIA MOUTH

1. Stainless Steel Catering Tandoor SSC.104.A 5 24" x 19" x 11"
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< MILD STEEL TANK TANDOORS

A Square Tank is fabricated out of 16. s.w.g. thick Bulge - Resistant, M. S. Sheets
with an opening type Ash Out let shutter. Teak wooden planks measuring 7" are
provided on all the 4 sides of the Tank from the top to avoid direct contact with the
Tank. 4 heavy-duty Swivel Castor Wheels are provided at the bottom making the
unit Mobile. Suitable Unbaked Tandoor is installed in the Tank with the help of
Thermal Insulations. The Top surface is given a Green Marble Stone Finish with
Molded mouth edges and an inbuilt S. S. Bowl for storage of Oil, Butter, etc. etc.

SIZES AVAILABLE DIMENSION
MODEL ROTI CAP. HT WD LENGTH
1. | Mild Steel Tank Tandoor MST.1C 35-40 39" x 36" x 36"
2. | Mild Steel Tank Tandoor MST.2C 30-35 39" x 34" x 34"
3. | Mild Steel Tank Tandoor MST.3C 25-30 39" x 32" x 32"
4, | Mild Steel Tank Tandoor MST.4C 20-25 39" x 30" x 30"

* Length and Width Include the Wooden Planks

%+ STAINLESS STEEL TANK TANDOORS WITH STEEL TOP

Out of A. I. S. | 304 grade, Bulge - Resistant Salem Stainless Steel sheets, a
Tank is fabricated in a PLAIN design with embossed Borders having a very
decent appearance and a Sophisticated look. Heavy Duty knurled Handles (2 In
front and 2 in rear) are provided for Easy Mobility. Opening type heavy duty ash

s %._,_ == F | | door with Double Insulation is provided for removal of Ash. 4 heavy-duty Swivel
el A Castors are provided at the bottom making the unit Mobile. Suitable Unbaked
=il | Tandoor is installed in the Tank with the help of Thermal Insulations. The top

: surface is insulated with Thermal Blankets and covered with removable type
a— Stainless Steel top with an inbuilt Steel Container Bowl for storage of Qil, Butter,

etc.
— L ¢ SIZES AVAILABLE DIMENSION
r : ] / MODEL ROTI CAP. HT WD LENGTH
P 1. | Stainless Steel Tank Tandoor SST.1C 35—-40 37" x 34" x 34"
2. | Stainless Steel Tank Tandoor 55T.2C 30-35 37" x 32" x 32"
3. | Stainless Steel Tank Tandoor S5T.3C 25-30 37" x 30" x 30"
4. | Stainless Steel Tank Tandoor S5T.4C 20— 25 37" x 28" x 28"

** STAINLESS STEEL TANK TANDOORS WITH STONE TOP

Out of A. I. S. | 304 grade, Bulge - Resistant Salem Stainless Steel sheets, a Tank
is fabricated in a PLAIN design with embossed Borders having a very decent
appearance and a Sophisticated look. Teak wooden planks measuring 7" are
provided on all the 4 sides of the Tank from the top to avoid direct contact with the
Tank. Opening type heavy duty ash door with Double Insulation is provided for
removal of Ash. 4 heavy-duty Swivel Castor Wheels are provided at the bottom
making the unit Mobile. Suitable Unbaked Tandoor is installed in the Tank with the
help of Thermal Insulations. The Top surface is given a Green Marble Stone Finish
with Molded mouth edges and an in built S. S. Bowl for storage of Oil, Butter, etc.

- etc.
SIZES AVAILABLE DIMENSION
MODEL ROTI CAP. HT WD LENGTH
o JL 1. | Stainless Steel Tank Tandoor WSST.1C 35-40 39" x 36" x 36"
r 2. | Stainless Steel Tank Tandoor WSST.2C 30-35 39" x 34" x 34"
L L4 3. | Stainless Steel Tank Tandoor WSST.3C 25-30 39"x 32" x 32"
4. | Stainless Steel Tank Tandoor WSST.4C 20- 25 39" x 30" x 30"

* Length and Width Include the Wooden Planks
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